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Comprehensive Evaluation of Tunable Visible Laser Sources

U.S. Army Contract Number DAABO7-88-C-P035

FINAL REPORT

February 17, 1989

We have conducted an evaluation of tunable visible laser sources
in the spectral region 0.5-0.6 microns. Theme included doubled
Ti:Sapphire, Ti:YALO', organic dye lasers, and optical parametric
oscillators. We conclude that the Ti:Sapphire approach is ineffi-
cient in this spectral region, while Ti:YALO cannot be properly
evaluated at this time due to a paucity of data. An evaluation of
the state-of-the-art in optical parametric oscillators shown that
this approach offers the best long-term potential for producing

an efficient, compact, all solid-state lamer in the visible
region. In the near-term, however, the further development of
organic dye lasers is warranted given that significant improve-
ments in performance can be obtained by the use of optical phase
conjugation and design optimization.
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Comprehensive Evaluation of Tunable Visible Laser Sources

I. Introduction

This feasibility study was concerned with tunable visible laser
sources, and, in particular, tunable lasers operating in the 0. 5-
0.6 pm region. In an attempt to provide wavelength diversity, the
Army has, in the past few years, supported the development of
vibrationally Raman shifted, frequency doubled Nd:YAG lasers that
provide only limited tunability. within...th -Raman linewldth, and
organic dye lasers pumped with the same source. Since the Raman
shifted laser is not widely tunable, it has been excluded from
consideration in this study. The Raman approach also has serious
implementation problems involving the danger of a high pressure
cell ahd the sometimes flammable or explosive nature of the
chosen gas medium. Nevertheless, the Raman approach has yielded
acceptable conversion efficiency and is included as a benchmark
in the first-order comparison discussed below. The tunable
organic dye laser has also yielded a large conversion efficiency
and is not difficult to implement, although certain solute/
solvent combinations are quite toxic and also flammable. In
addition, due to the limited dye lifetime, the organic dye
approach requires the use of a circulating flow system as well as
a dye reservoir. Organic dye systems display a gradual decrease
in conversion efficiency with time that is attributed to photo-
chemical reactions resulting in the introduction of unwanted dye
species into the flow system. This problem may, however, be
ameliorated by the use of filters and/or a dye "bleeder" system.

In this study, we have identified three additional approaches to
generating laser output in the 0.5-0.6 pm region. In Figure 1, we
show all of the approaches considered to date. The first is an
OPO pumped with the frequency tripled output of the Nd:YAG laser.
Recently, an OPO based upon the crystal urea has been demon-
strated [I] to give high conversion efficiency (20 percent at
0.53 pm) and be capable of tuning across the very wide region
0.506-0.9 pm. In addition, the crystal beta-barium borate, with
perhaps even more desirable physical properties, has been demon-
strated to have a similar tuning range (2).

The second system we chose to study was Ti:YALO, due to the good
overlap of the output fluorescence spectrum and the 0.5-0.6 pm
region. This crystal has been previously grown by workers at MIT
Lincoln Laboratory (3]. A recent publication (4] claimed to have
provided the first demonstration of lasing however the claim is
disputed. After a search of-the literature and discussions with
other workers in the field, we find that a paucity of data
exists. While the physical properties of Ti:YALO are not expected
to be significantly different from Nd:YALO, on which much
previous work has been reported, the spectroscopic properties are
at this time unknown. In particular, estimates of the stimulated
emission cross-sections cannot be undertaken since no polariza-
tion dependent data is available. In addition, no good spectro-
scopic data exists for this material. Thus, it is not possible
to predict whether excited-state absorption will be a problem.
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For these reasons, we have dropped Ti:YALO from further consider-
ation in this study.

The third system is Ti:Sapphire. Here, the frequency doubled
output from a Nd:YAG laser is used to pump Ti:Sapphire that is
lased in the 1.0-1.2 pm range and then doubled to 0.5-0.6 pm. We
suspected that this system would not perform as well as the
organic dye or OPO since two nonlinear conversions are required
and because the Ti:Sapphire must be operated in the wing of its
output profile where the stimulated emission cross-section and
the extraction efficiency would be low. These suspicions have
been confirmed in this Phase I study. Also shown in Figure 1 is
the previously discussed organic dye laser concept.

A summary of our preliminary ev-luation of the efficiency perfor-
mance of the various systems considered is shown in Table 1
below. For the purposes of this comparison, we have assumed a
reasonable conversion efficiency value for second harmonic gener-
ation in the range of 45-55 percent while for third harmonic
generation we have assumed 60-70 percent. For the Ti:Sapphire
laser we have assumed a conversion efficiency in the range of 15-
50 percent based upon our previous experience that the extraction
efficiency in the wings oa the gain profile drops significantly.
15 percent corresponds to 1.2 pm operation. For Ti:YALO we
assumed performance slightly degraded from Ti:Sapphire. Actual
performance could be far worse if excited state absorption is
found to be operative in this crystal. For the OPO the theoreti-
cal efficiency can be very high (11. Here, we assume that an
optimized OPO can be operated at 50 percent of the theoretical
limit in the range 0.5-0.6 pm (29-35 percent). For the dye laser
approach, we estimated that oscillator/amplifier configurations
can convert 50 percent of the pump pulse to output near the peak
of the emission wavelength. For the purposes of this initial
comparison, we assumed conversion in the range of 30-55 percent
in the range of interest.

In Table 1, the expected overall efficiency in the 0.5-0.6 pm
range is obtained by multiplying together the efficiency factors
for the various processes involved in each laser shown in Figure
1. For a comparison, where the output required in that range is
assumed to be a minimum amount, the worse case efficiency for
that laser may be used to determine the required Hd:YAG pump. The
third column in Table I shows the Md:YAG output energy/pulse to
achieve a minimum output energy/pulse of 125 mJ at 0.6 pm where
the efficiency is least. These preliminary results indicated that
the organic dye and OPO approach are the most promising for
efficiently generating tunable visible radiation. The Ti:Sapphire
system is clearly not acceptable due to the low extractior
efficiency at 1.2 pm, the large quantum defect, and the need for
two nonlinear conversion processes. The Ti:YALO results are more
attractive than Ti:Sapphire, however, not enough data is
available to Justify the assumed performance. It should be noted
that the best performance for the dye laser and OPO approaches is
similar to the fixed frequency approach of vibrational Raman
scattering in methane which has achieved a conversion efficiency
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of 45-55 percent from the green pump pulse, and also listed in
Table 1.

Table 1: Initial Systems Efficiency Comparison

Conversion Efficiency Range Rd:YAG
System (Nd:YAG Output 4 System Output) E, (J)
Ti:Sapphiro 3 - 15X 0.83 - 4.17
Ti:YALO 6 - 28% 0.45 - 2.09
OPO 17 - 25X 0.50 - 0.73
Dye 14 - 30% 0.42 - 0.89
Raman (Vibrational) 20 - 30X 0.42 - 0.63

Following this initial systems comparison, previously discussed
in our Periodic Report #1, our attention was focused on further
evaluating the dye laser and OPO concepts. In Section III of this
Final Report we discuss each system considered during this Phase
I contract in detail. Here, we discuss the specific reasons for
down-selecting ultimately to the tunable dye laser concept. In
Section IV we discuss the tunable dye laser approach in detail,
present the modeling results obtained, and show the favored
approach that offers high conversion efficiency while maintaining
wide tunability and good beam quality.

II. Executive Summary of Phase I:

The ultimate goal of this Phase I feasibility study 4as to
choose, from amongst a number of candidate laser systems, an
approach to producing a tunable visible laser that combines the
attributes of good conversion efficiency from Nd:YAG output to
tunable laser output, tunability in the 0.5-0.6 micron region,
and good beam quality. As discussed in more detail below, this
study has produced a number of recommendations, the most impor-
tant of which are:

(1) An improved organic dye laser incorporating an oscillator/
amplifier approach can provide optimum conversion effi-
ciency.

(2) A double-passed amplifier incorporating optical phase conju-
gation via Stimulated Brillouin Scattering can result in
near-diffraction-limited beam quality. LTA has generated a
unique design (to be patented) for achieving this while
maintaining system compactness.

(3) At the average power levels needed for present day US Army
applications (typically 30 watts), the use of a phase-
conjugated double pass straight-through amplifier is
preferred compared to a zig-zag or slab amplifier geometry
due to the simplicity of the approach and experimentally
demonstrated aberration compensation.

(4) The OPO approach may offer the beat long-term solution to
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providing an all solid-state laser source operating in the
0.5-0.6 micron region and beyond.

In Sections III and IV which follow, we discuss each of these
conclusions in detail.

III. System. Evaluation:

In this section of this Phase I Final Report, we separately
discuss each of the different laser systems considered.

(a) Ti:YALO Laser

YALO is a clear crystal possessing the orthorhombic structure.
The crystal is biaxial. There are three distinct crystal axes
(a,b,c), each of which displays optical and physical properties
distinct from the others. The only known believable absorption
and fluorescence spectra for this material were published
recently, although it is not clear which crystal axis the data
was taken along [5]. The only other information concerning this
material was obtained from a Czechoslovakian Journal E41. Crude
absorption data is shown, and the lifetime was measured to be in
the range of 12-14 psec, or about four times that of
Ti:Sapphire. In order to fully characterize this promising
material, it is necessary to obtain absorption and fluorescence
data along the crystal axes. From such data and the fluorescence
lifetime of the material, it is straightforward to obtain the
stimulated-emission cross-section as a function of wavelength as
has been done recently for Ti:Sapphire (6].

In order to correctly predict and optimize the performance of
laser oscillators and oscillator/amplifier systems, it is neces-
sary to provide absorption and cross-section data as well as the
passive loss expected. Attempts to estimate the value of the
emission cross-sections based upon a comparison to Ti:Sapphire
will not be fruitful because of the fact that Sapphire has a
rhombohedral structure (uniaxial) and thus, the local field will
be different. For this reason, it is not possible to say with
certainty that excited-state absorption will not be a problem in
Ti:YALO since it is not exhibited in Ti:Sapphire. Due to the
scarcity of data concerning this material, we eliminated it early
in this study. Discussions with one crystal manufacturer [8] have
led us to conclude that Ti:YALO crystals suitable for spectro-
scopic investigation will be available in about a year, and could
be the subject of a joint SBIR program.

(b) Ti:Sapphire Laser

Ti:Sapphire, a material with an unusually wide tuning range
(0.65-1.2 pm), has undergone intensive development during the
past few years. Due to a short fluorescence lifetime, this
material is most efficiently pumped by use of a short Q-switched
pulse of green (0.532 pm) light obtained from a doubled Nd:YAG
laser. A plot of the emission cross-sections for this material is
shown in Figure 2. The peak emission cross-section is nov agreed
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to be in the vicinity of 3.5x10-1 cm* [7] at the peak wavelength
of 0.79 pm for the sigma polarization. The plots shown in Figure
2 were obtained by scaling the published values of the peak
cross-sections E6] and using the Poisson distribution. Extensive
work on the Ti:Sapphire system has shown that excited-state
absorption in this material is absent, demonstrating efficient
laser action.

In order to create a visible tunable laser with Ti:Sapphire it is
necessary to operate the laser in the wing o -the' emission band
between 1.1 and 1.2 pm. As shown in Figure 2, the emission cross-
section in that region is reduced by a factor of 7-8 as 'compared
to the peak wavelength. This is problematical for two reasons.
First, the reduced cross-section will lead to lower extraction
efficiencies as shown below. Second, due to parasitic oscilla-
tions and amplified spontaneous emission (ASE), the laser cannot
be pumped harder to create a larger inversion density since
limits to that density are determined by the peak gain, not the
gain in the 1.1-1.2 pm region. An additional factor to consider
is that the large quantum defect between the pump and emission
wavelengths also leads to a lower efficiency. The maximum theo-
retical extraction efficiency in the 1.1-1.2 pm region can easily
be calculated to be between 48-44 percent respectively. By
contrast, green pumped lasers (0.532 pm) operating in the 0.55-
0.6 pm region have maximum theoretical quantum efficiencies in
the range of 97-89 percent, or about double that obtainable with
Ti:Sapphire.

We have completed an analysis of a 0.532 pm pumped Ti:Sapphire
laser by use of a quasi-cw analysis based upon a Rigrod formula-
tion. This approach has been used previously to model the perfor-
mance of Ti:Sapphire oscillators and found to be very accurate
[8]. While this approach will not provide any details concerning
the output pulsewidth or the system dynamics, it will allow us to
determine the size of the green pump or the Nd:YAG laser needed
to provide a given output energy/pulse in the 0.5-0.6 pm region.
The overall extraction efficiency, ro, of the Ti:Sapphire oscil-
lator can be written:

r =I _ I. ] ,- R I~ - )_ - -al( )
I [, itL - V1Y~n(R) -g.L Ii. iR J X - 1-

where a is the pump absorption coefficient, X. and X, the pump
and laser wavelengths, R the Ti:Sapphire output coupler reflec-
tivity, a, the laser passive loss coefficient, I the crystal
length, and goL the gain-length product given by:

goL = ao J. [ ýL ) (1-e ) (2)

Here, a. is the specific gain coefficient and J. the maximum safe
operating pump fluence incident upon the Ti:Sapphire crystal
which we assume is end pumped. Note that in this model we assume
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that the absorbed pump energy is uniformly distributed along the
pumped crystal. For a safe operating fluence of 3.5 J/cm8 and
assuming that all the pump fluence is absorbed, the value of g*Z
obtained from (2) is about 3.

From (1), we can see that two optimizations are involved in
maximizing the extraction efficiency. First, for every Ti doping
level, an optimum length exists. Choosing a longer length results
in too much loss from the passive loan-length product while a
shorter length would result in too little absorption. Further-
more, for each length chosen thare exists an optimum value of the
outcoupler reflectivity R. This toofold optimization can easily
be achieved by use of a computer. We have completed such optimi-
zations for Ti concentrations varying from 1-5xlO' ions/cma, and
for the wavelengths 0.8, 1.0, and 1.1 pm. In Figures 3-5 we show
plots of the extraction efficiency for each of the three wave-
lengths and for a concentration of 5xlO'' ions/cm3 as a function
of outcoupler reflectivity and crystal length.

It can be seen that the maximum extraction efficiencies at 0.8,
1.0, and 1.1 pm are 44, 29, and 21 percent, respectively. The
optimum reflectivity and crystal length may be more easily
visualized using the accompanying contour plots shown in Figures
6-8. Note that these maximum extraction efficiencies compare to
the theoretical extraction efficiencies of 67, 53, and 48
percent, respectively. We have found that optimized extraction
efficiencies more closely approach the theoretical values when a
very large Ti concentration is assumed (lOx101  ions/cm') and the
loss at the lasing wavelength in very low (0.01 percent). An
example of this is shown in Figure 9 where, for 0.8 pm, the
extraction efficiency is over 59 percent. It is difficult to
obtain Ti:Sapphire crystals with Ti dopings over 5x10l' ions/cm'
with good optical quality. However, as the technology improves we
can expect that extraction efficiencies close to the theoretical
limit may be approached.

One can observe from Figures 3-8 that as we operate the laser
further out in the wing of the Ti emission band the extraction
efficiency drops significantly, as expected. The worst case, of
course, is at 1.2 pm where only 11 percent of the pump energy is
converted to output energy. Suppose that approximately 125 mJ of
output energy is required at the 0.6 pm wavelength. If we assume
a reasonable second harmonic conversion efficiency in the range
of 45-55 percent, then 227-278 mJ of Ti:Sapphire output is
required. With 11 percent extraction efficiency, this means that
2.12-2.60 J/pulse of green 0..53 pm output is required, or that
the fundamental Nd:YAG laser must provide an output of 3.9-5.8
J/pulse. This requirement is almost four times that needed for
alternative approaches such as the organic dye laser and the OPO.

Since these optimizations of Ti:Sapphire have yielded such large
values for the required Nd:YAG pump energy/pulse (or equivalently
the transfer efficiency from Nd:YAG to Ti:Sapphire output is so
low), this option was dropped from further investigation in this
study.
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(c) Optical Parametric Oscillator

The OPO has been widely recognized for some time to have the
potential for widely tunable operation with good efficiency
E93. Progress in this area has lagged until recently because of
the lack of suitable crystalline materials. This situation has
changed only in the past few years with the investigation of new
OPO materials, in particular, the crystal urea at Cornell E10,11]
and beta-barium borate in The Peoples Republic of China E23. In a
recent article El] substantial progress was reported in the
operation of a urea OPO. The urea crystal was pumped by the third
harmonic of a Q-switched Nd:YAG laser. Tunable output was
achieved from 0.506-0.9 pm. Urea may be phase-matched across the
wide spectral region 0.5-1.225 pm. The region from 0.5-0.6 pm is
of particular interest since the theoretical conversion effi-
ciency is very high (59-71 percent). In the work reported in El],
a conversion efficiency of 20 percent was achieved at 0.53 pm in
an unoptimized arrangement. A potential problem with this
material has been the rather low damage threshold (40 MW/cm'). By
contrast, the newer material beta-barium borate (BBO) has dis-
played a very large damage threshold (13.5 GW/cma) £2]. BBO can
also be used for third harmonic generation, and can yield a
conversion efficiency of 60-70% for the pulse parameters consid-
ered here. Due to the much lower damage threshold of KD*P, our
simulations show a disappointingly low conversion for the same
pulse parameters. In addition, the crystal BBO has an extraordi-
narily large tuning range (0.4-2.0 pm) when pumped by a tripled
Nd:YAG laser and good transmission from 0.2-2.6 pm. The output
wavelength range can be increased further by frequency doubling
the OPO output down to 0.2 pm.

Parametric oscillation is a nonlinear process in which the inci-
dent frequency w3  is converted to two coherent lower frequency
beams with frequencies w, (signal) and us (idler), and so, is
the inverse process to sum frequency generation. Placing a non-
linear crystal in a cavity will, at some threshold value, result
in oscillation at both frequencies. In practice, oscillating both
frequencies (doubly resonant operation) leads to significant
amplitude stability problems E9), thus resonance at one frequency
is preferred. This is achieved by use of high reflectivity
mirrors at one frequency and low reflectivity at the other. The
OPO output wavelength is normally tuned by changing the angle of
the crystal with respect to the optical axis. The ray internal
angle is changed, resulting in a different wavelength being
optimally phase-matched.

The coupled equations describing parametric amplification are
well known, and in fact are identical to those describing sum
frequency generation. Thus, one set of coupled equations can be
used to describe second and third harmonic generation and para-
metric amplification. The paraxial equation, used to describe
beam propagation in free-space or in linear and nonlinear media,
is given by:
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2ik ýE = IV', k:(ng -1) - ika• + f(E)] E (3)
&z

Here, the propagation of a field E in the ÷z direction is
described. The first term on the right hand side describes
diffraction, the second, phase distortion (for example from
thermal effects), the third, linear absorption, and the last can
account for nonlinear effects or two beam coupling as one has,
for example, in second or third harmonic generation or parametric
amplification. For the case of parametric amplification, (3)
becomes (A3 is the pump wave):

21k dz = ÷ k:(nm-1) - ikaL + kgA.e- Aa (4)

for the 'signalw wave A, to be amplified in the OPO and Ae the

*idler' wave amplitude. Here, &k is given by:

Ak = k, - (k,4ka) (5)

and g by:

g=2 [ 1Iw ds r Az (6)
Co ni ne

It is significant that in an OPO, phase matching can be satisfied
only in the direction of the pump wave. Thus, amplification takes
place only once in each round trip. For this reason, if an OPO is
to be used exclusively, it should be constructed in a ring oscil-
lator configuration, with the circulating wave traveling in the
pump wave propagation direction in the nonlinear crystal. This
arrangement assures that the minimum passive losses occur,
maximizing the OPO conversion efficiency.

Most OPO experiments reported to date have used a :requency
tripled Nd:Host laser as a source. The difficulty with this is
that in the spectral region of interest, 0.5-0.6 microns, the
maximum conversion (quantum) efficiency can only be 0.71-0.59,
respectively. To achieve an efficiency comparable to the organic
dye laser, the OPO must be pumped with a frequency doubled
Nd:Host source. This may be achieved using the crystal KTP for
example. In [12 1 , phase matching curves for a frequency doubled
Nd:YLF laser are presented. Unfortunately, phase matching at
wavelengths much less than 0.6 microns is not possible using this
laser source. Similar phase matching curves for BBO are reported
in (2] for the third harmonic of Nd:YAG, but not the second
harmonic.

Our assessment of the OPO concept is that it may offer the best
performance in the lono term but that the present state-of-the-
art is not sufficient to compete with the organic dye laser. The
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never high efficiency crystals have not reached a mature state. A
sufficient quantity of large crystals with good optical quality
is not currently available. Another difficulty with the OPO
concept is that if a strictly oscillator approach is used, it
will not be as efficient as the dye laser concept discussed
below. The efficiency of any oscillator is very sensitive to the
value of the intra-cavity losses, since usually a large number of
round trips are involved. This is precisely the reason why a dye
laser oscillator/amplifier configuration is more efficient than
an oscillator only. In the optimum configuration, only enough
pump energy is provided to the oscillator to provide enough
fluence to completely saturate the following single or double
passed amplifier. The oscillator does not need to be particularly
efficient. Experiments in which an OPO is followed by an
amplifier (traveling wave) have not yet been reported. It is
likely, however, that the most efficient system will involve
using both an OPO followed by an optical parametric amplifier
(OPA). To implement this concept, larger nonlinear crystals than
now exist are required.

Another important point is that if an all oscillator approach is
used for either the organic dye or OPO approaches, it is diffi-
cult to produce an output beam near the diffraction limit. While
various techniques have been investigated for using OPC as an
integral part of an oscillator (13] in order to correct thermally
induced aberrations, such techniques are usua2l.y only partially
successful and greatly complicate the device implementation. If,
however, only a small amount of the pump energy is deposited in
the oscillator, near diffraction-limited operation is achieved.
The remaining large amount of the pump is then used to drive a
following amplifier stage. If a double passed extraction scheme
is used, it is then possible to almost completely remove any
thermal aberrations by using a phase-conjugation cell as the
"mirror" for the double pass. This is the approach we have taken
in the dye laser design discussed in the next Section of this
Final Report. The same system architecture can be used for an OPO
followed by a double passed OPA. While amplification can take
place only on one of the amplifier traverses (phase matching and
amplification can take place only in the direction of the pump
beam), double passing the crystal will remove thermally induced
aberrations.

To summarize, it is our opinion that the OPO/OPA concept will
eventually replace the organic dye laser because of its all
solid-state nature, wide tunability, and potential efficiency.
Much additional work involving the growth of large optical
quality crystals remains for this concept to become a reality. In
addition, experimental work is needed to validate the OPO/OPA
concept.
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(d) Tunable Dye Laser

(1) Tunable Dye Lasers: General

The tunable dye laser has undergone intensive development since
its first demonstration in 1966. Several commercial laser manu-
facturers offer frequency doubled or tripled Nd:YAG pumped dye
laser systems that operate across the entire visible and near
ultraviolet regions. Early investigations of laser pumped dye
lasers were concerned with the generation of ultra-narrowband
radiation (<10-4nm) in various oscillator configur~ations pumped
with He lasers E142. Here, we are most interested in frequency
doubled Nd:YAG laser pumped dye lasers. In order to maintain
high frequency doubling conversion efficiency, high peak power Q-
switched pulses must be used. Single-shot or low repetition rate
conversion efficiencies slightly greater than 60 percent have
previously been demonstrated with high beam quality (e.g. phase-
conjugated) in the multi-tens of watts average power regime,
while values in the range of 40-50% are typical of non-phase-
conjugated lasers. These numbers apply to Q-switched Nd:YAG
lasers producing typically 250 mJ/pulse of 1.06 Mm energy with a
pulsevidth (FWHM) of typically 5-10ns.

The dye laser is unique in that fluorescence lifetimes of typical
organic dyes are in the nanosecond regime. As an example we
mention that the lifetime of the well-known dye Rhodamine 6G is
only about 6 no E14]. Since the lifetime is comparable to the
duration of the Q-svitched pumping pulse, a laser oscillator will
have a finite number of round trips and a true mode structure is
never established. In fact, a short pulse dye laser oscillator is
really a superfluorescence or ASE based device whose brightness
is usually less than that obtainable with a longer fluorescence
lifetime gain medium.

A schematic of the energy level diagram of a dye laser molecule
is shown in Figure 10, and consists of a single and a triplet
manifold. Excitation of the molecule is via the ground singlet
state So to the first singlet manifold St. Relaxation from the
upper state manifold can occur via a radiationless transition to
the first triplet manifold T1 , by fluorescence decay to the
ground state, or by stimulated emission to the ground state.
Because the transition St -+ T, is forbidden, the process is
usually slow. For Q-switched lasers: it may be entirely ignored,
although for CW lasers the process is important [14]. In Figure
11, we show the absorption cross-section a., emission cross-
section ac, and triplet cross-section aT as a function of wave-
length for a 10-0 M solution of Rhodamine 6G in water. E(X) is
the fluorescence intensity, related to the emission cross-section
through the relationship C143:

a (N) = rl E(X) V (7)

8 n nO c-

Here, n is the index of refraction, n the quantum efficiency, and
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X the wavelength. The absorption of pump radiation intensity I,
with distance z is described by the relationship:

dIodl= -n. a* I. (8)
dz

where n. is the ground state population and a. the singlet
absorption cross-section. The laser intensity IL is amplified
according to the equation:

dL = (cenn - asn ) I1 (9)
dz

ng and nL are the upper and lower level ion densities and ae the
emission cross-section. If A& and X are the pump and laser
wavelengths, respectively, the time evolution of the upper laser
level population density can then be written:

dn__ e = =no.IP N no - an.ILNL (10)
dt hc C hc

The first term on the right hand side of (10) represents the rate
of arrival of ions in the upper laser level, the second, fluores-
cence decay with time constant T, and the third, removal of ions
via stimulated emission. The last term arises due to the singlet
absorption of laser photons. Note that due to the short fluores-
cence decay time of dyes, it cannot be neglected in this analysis
as is often the case with laser pumped lasers with lifetimes of
hundreds of microseconds. An additional relationship needed in
the analysis is the conservation of ions, giving:

no * ng = no (11)

where no is the total ion density.

Equations (7-11) represent those physical relationships needed to
accurately describe the operation of g-switched pumped dye lasers
in which triplet state effects are minimal. The use of these
relationships in our oscillator/amplifier simulation code is
described in Section IV of this Final Report.

(2) Thermal Effects in Dye Lasers

Another subject of interest in connection with dye lasers is the
obtainable beam quality. Liquid solutions are known [15] to
display very large changes in index of refraction with tempera-
ture. Furthermore, relaxation within a manifold via multi-phonon
transitions takes place on a picosecond time scale. Because of
this, even short pulse 0-switched dye lasers are subject to self-
induced thermal aberrations. Note that this limitation cannot be
removed by dye circulation since, during a pulse, the dye medium
is essentially *frozen' in place. The deposition of heat in the
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pumped dye laser volume follows the radial distribution of pump
fluence which is often complicated. Even in the ideal case in
which the pump pulse is a transverse Gaussian, the instantaneous
heat profile will be the same and thus uncorrectable with conven-
tional optical elements. While some correction may be possible in
an RMS sense, it is clear that transverse temperature and, there-
fore, index of refraction gradients are formed and a degradation
in beam quality occurs.

We have completed an analysis of this effect. The following
equation for a Gaussian beam of lie radius r0 estimates the
thermal distortion 64 in terms of the incident fluence J, the
pump and laser vavelengths A* and XL, the density p, specific
heat c, and the quantity Oadn/dT:

2~4X = - Ii -I ) - e j -rr) (12)

A standard way of evaluating beam quality for small aberrations
is the use of Strehl's ratio S (16] which represents the peak
intensity of an aberrated beam in the far field divided by the
peak intensity of a diffraction limited beam at the same loca-
tion. S is formally given by:

S =i- I- ((1.3)

where (•4)' is the *mean square deformation' of the wave front.
We have evaluated S for the case of an end pumped dye laser and
obtain the following expression:

S= I - (I - 2(r./a)) (14)

a is the Gaussian radius at which the intensity has reached 10'-
of its peak intensity and K is a constant. In Figure 12, we show
an evaluation of the Strehl ratio as a function of the incident
green pump fluence in the range of 0-4 J/cm* for a methanol
solvent. The Strehl ratio may also be related to another measure
of beam quality, the number of times diffraction-limited N [14],
through the relationship:

N = (15)

N has also been plotted in Figure 12. It can be seen that as the
input pump fluence increases, the Strehl ratio decreases while N
increases.

This decrease of beam quality as the pump fluence increases is a
single shot effect. Average power effects can generally be
overcome by circulating or flowing the solution. For laser
systems involved in tactical or scientific applications, the
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repetition rates involved allow the replacement of the dye volume
at least once between shots. Thus, average power effects are
minimal.

(3) Dye Laser System Architectures

There are a number of considerations to take into account when
deciding upon the appropriate system architecture to choose for a
given laser application. These considerations are now discussed
and include assessing parasitics and ASE, beam quality, and
system conversion efficiency.

It has been found that due to the combined effects of ASE and
parasitic oscillations in dye lasers, more efficient systems
result if an oscillator/amplifier system is employed where the
amplifier is either single or double passed. This fact is the
result of the difficulty of suppressing ASE and parasitic. in an
oscillator only configuration and that ASE and parasltics are
effectively suppressed in a loaded amplifier. In a loaded
amplifier, an incident oscillator beam is used to extract energy
from the amplifier as pumping occurs, and parasitics and ASE do
not reach threshold. This fact is used in commercial dye laser
systems where oscillator/amplifier systems are used to increase
system efficiency.

Another aspect of choosing the correct system architecture
involves considering the losses inherent in oscillator only
systems. In any oscillator, the round trip losses are important
because multiple round trips occur. This is even true for dye
laser oscillators where typically many tens of round trips are
involved. In fact, while losses are minimized in most oscillator
designs, with the dye laser, that is particularly difficult to
achieve since it is necessary to introduce wavelength dispersive
elements into the cavity in order to obtain a reasonably narrow
bandwidth. The round trip loss, in such configurations involving
the use of diffraction gratings or birefringent tuners, can be
large, and typically ranges from 10-50% depending upon the
specific technique used. Thus, in dye laser oscillators, the
extraction efficiency is typically low unless broadband output is
desired. In order to surmount this problem, it is necessary to
consider dye laser oscillator/amplifier configurations (this is
often referred to as a MOPA or master oscillator/power amplifier
configuration). The efficiency of a MOPA system is always larger
than that of an oscillator only, due to the fact that most of the
pump energy in used in the amplifier stage that has at most two
amplifying passes, while only a minimum amount of energy is used
to drive the inefficient dye laser oscillator.

In order to maximize system beam quality, the MOPA configuration
is also preferred. Again, in oscillator only dye lasers, all of
the pump energy is deposited in the oscillator. Because multiple
passes (typically many tens) of the aberrated medium occur, the
beam quality from an oscillator only will be worse than that
obtained with an oscillator/amplifier configuration. In addition,
the oscillator only configuration does not lend itself to the use
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of nonlinear optical phase conjugation (OPC) techniques, which
can be used to correct aberrations which occur during the pump/
laser output pulse. While some small phase aberrations result
from the oscillator, the effect in minimized by minimizing the
amount of green pump energy. Only enough is used to produce the
approximately few mJ required to completely saturate the follow-
ing double passed amplifier.

In order to overcome the thermal effects of degrading beam
quality in dye lasers, two separate techniques may be considered,
as shown in Figure 13. The first (a) involves the use of a zig-
zag or slab dye laser amplifier. Such amplifiers have been demon-
strated previously (17] and may be used to eliminate first order
thermal focusing effects E18]. In order to practically implement
this device, careful attention must be paid to achieving a good
index match between the liquid and the materials used for the
total-internal-reflection (TIR) faces, in order to minimize
passive losses due to the many reflections. Another problem to be
addressed is the flexing of the windows due to the dye cell
internal pressure and changes in the operating pressure due to
dye pump fluctuations. Birefringence effects do not occur in
isotropic liquids, hence polarization losses due to bulk
birefringence effects are absent in this configuration.

The second technique is to use the phenomena of Stimulated Bril-
louin Scattering (SBS) to double pass a dye laser amplifier. In
this method the beam is focused after the first pass of the
amplifier into an SBS cell that contains a liquid or a gas. SBS
produces a backward traveling wave that is the phase-conjugate of
the incident wave which removes the thermal aberrations of the
amplifier media. The degree and fidelity of the compensation have
been discussed recently (19]. It was shown unambiguously that the
SBS reflectivity and fidelity depend only upon the the focal spot
intensity. As the magnitude of the aberration is increased, the
reflectivity and fidelity both decreased monotonically as the
focal spot size increased (intensity decreased). While these
results were obtained at a wavelength of 355nm (tripled Nd:YAG)
and using the medium hexane, similar results may be expected for
methanol and ethanol, but with a somewhat larger reflectivity
(75-85%). For the oscillator/amplifier dye laser considered here,
sufficient energy/pulse is available after amplification by the
first amplifier pass to achieve a focal spot intensity in an SBS
medium many times above threshold. As shown previously in this
Final Report, for incident green pump fluencee of less than about
2.5 J/cm' which must be maintained to avoid optical damage to the
dye laser dielectric coatings, a beam quality of less than three
times diffraction-limited (see Figure 12) will be obtained after
the first amplifier pass. This fairly mild range of aberrations
will be corrected with good fidelity using the scheme shown in
Figure 13(b). Note that since the beam brightness is inversely
proportional to N, the number of times diffraction-limited, by
eliminating most amplifier aberrations the beam brightness is
improved by almost an order of magnitude.
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LTA has devised a patentable phase-conjugated dye laser amplifier
architecture that eliminates the need for a separate SBS cell by
utilizing the geometry shown in Figure 14. The configuration is a
MOPA, consisting of an oscillator followed by a double-passed
amplifier, both pumped by doubled Nd:YAG. OPC it produced by
using the dichroic mirror (DM) following the first amplifier pass
to focus the beam into the flowing dye cell containing a dye/
solvent mixture. The solvent is most often methanol, which has
been shown to provide an excellent phase-conjugate reflectivity
at 532nm E133. The dye laser cell and SBS. cell are one, therefore
reducing the device space and volume requirements.

Due to the inherent simplicity of the dye laser MOPA system shown
in Figure 14, we have chosen this approach over the dye slab
laser approach shown in Figure 13(a). The dye slab laser requires
precisely flat TIR surfaces, and complete insensitivity to
ambient or fluctuating pressure within the dye cell. In addition,
unless the dye solution and TIR plates are closely index matched
the losses can become severe due to the multiple bounces. The
phase-conjugated system shown in Figure 14 is clearly the simpler
of the two approaches, will be less costly to manufacture, and
will have less environmental sensitivity than the dye slab laser.
It is our intent to demonstrate the system shown in Figure 14 in
a Phase II contract.

IV. Tunable Dye Laser Modelina:

We have completed detailed modeling of the 532nm pumped organic
dye MOPA system, including the second harmonic generation process
(SHG). We begin by summarizing our SHG modeling results.

(a) Second Harmonic Generation:

The equations describing SHG are given by:

dE, = V'.E, i" rn i-[ PL1]E, _ g, E- iKsE, Es e- ikz
dz 2k, 2 n 2 J 2

(16)
dEo i VE -k a go]-1  Ea -~ a- ~
dz 2ke 2 i g.. . 2 Eie

Here, E, and E. are the first and second harmonic fields respect-
ively, denotes the complex conjugate, and K, is defined as:

K, 8nw= do p (17)
k, cR

The quantity da,. in Equation 17 is the second-order nonlinear
coefficient. For KDOP, a commonly used SHG crystal available in
large pieces with good optical quality, it has been found C20J
that K1=1.4x1O-" /V, and K.=2K, . , In Equation 16, the first term



30 .

I a E

C-)

0~ CO~

-j

LUl

cci

..
c

w L
ci?: C

0r - K

cr w <uc~ a-

LI1< w m~c ci:r

a- - ci. na m

-C



31

on the right hand side represents beam diffraction, the second
radial (or x-y) phase distortion that arises from crystal heating
or nonlinear effects, the third, linear background absorption,
and the fourth, the nonlinear coupling between the first and
second harmonic waves. 6k is the phase mismatch between the
second harmonic and fundamental waves, given by:

&k = ke - 2k, (18)

where k, and k* are the fundamental and- second-harmonic wave-
vectors, respectively. The LTA beam propagation code, discussed
previously in this Final Report, is capable of diffractively
propagating the fundamental and resulting second-harmonic beams
through a nonlinear crystal, including the -i -Fects of diffrac-
tion, linear absorption, and phase distortion. The phase mismatch
at any position on the wavefront is determined br calculating the
normal to the wavefront in comparison to the optimum phase-
matching direction. Our implementation of this propagation code
is finite-difference in form. The wavefront is "marched' along
the z-axis in a sequential way. For the purposes of this Phase I
feasibility study we have assumed perfect phase-matching (&k0),
and that crystal heating effects due to fundamental absorption
are minimal. We have further assumed that the incident fundamen-
tal beam is Gaussian both temporally and spatially, and with a
pulsewidth (FWHM) of 5n., and a beam waist radially of 0.244 cm.
The fundamental pulse energy was 250 mJ, and the beam waist
chosen to be at the typical KD*P damage limit (peak intensity) of
250 MW/cm8.

In Figure 15 we show the energy conversion efficiency from the
(1064nm) fundamental to (532nm) green output energy, plotted as a
function of crystal length, icr the Type II doubling implementa-
tion shown in Figure 16. For maximum conversion the incident
polarization vector is at 450 to the crystal e- and o-axes,
resulting in an equal number of ,hotons. Note that as the crystal
length is increased, conversiar ?fficiency does also, but not
linearly. For a zero absorption coefficient at 1064nM and 532nm,
near unity conversion would result if propagation was allowed to
continue. Inclusion of typical background losses of 0.05/cm at
1064nm, and 0.005/cm at 532nm results in a less than unity
asymptotic value. For the allowable damage intensity of 250
MW/cme, it is clear from Figure 15 that crystals of about 2.8 cm
thickness are needed to reach a 50% conversion efficiency, and
about 4.2 cm to reach 60% conversion. Crystals of this thickness
are routinely available from a number of commercial sources.

I:f the assumed perfect phase-matching condition is broken, for
example, by induced transverse temperature gradients leading to
local index of refraction changes, it is clear that the types of
conversion efficiencies shown in Figure 15 will be degraded. In
fact, if phase-matching is broken, reconversion of some of the
green light back into red light occurs, in agreement with earlier
published work (21]. Minimizing crystal thermal gradients and
phase aberrations on the fundamental 6eam are important to ensure
that good conversion results. It should be mentioned that signif-
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icantly larger conversion efficiencies would result if larger
damage thresholds were allowed and if the crystal nonlinearity is
larger. Both of these conditions are satisfied by using the
relatively new nonlinear crystal BBO C2], which has a reported
damage threshold of 13.5 GW/cmO for a Ins duration pulsevidth,
and a nonlinear coefficient nearly ten times larger than that of
KDOP. As larger crystals of this material become available (in cm
sizes), conversion efficiencies in the range of 70-80% will
become possible.

For the Gaussian fundamental beam described in connection with
Figure 15, we have also obtained transverse profiles of the
incident and exit 1064nm beam (shown in Figure 17 with both
normalized to 1), and the exiting green profile shown in Figure
18. Both Figures are for a beam in KDOP after propagating through
a 3.5 cm crystal. It can be seen by comparing these two Figures
that a large part of the incident Gaussian, corresponding to the
most intense portions, has been converted to 532nm light. This
type of behavior is also seen temporally. As indicated by these
results, the most efficient conversion is obtained for temporally
and spatially flat-top pulses. While spatial flat-tops can be
obtained in certain situations, the production of temporal flat-
tops is not easily achieved.

For the purposes of this Phase I feasibility study, we assume
from these results that a SHG efficiency in the range of 45-55%
can be achieved in reasonably sized crystals, even in the
presence of beam aberrations and somewhat non-perfect phase-
matching. Undoubtedly, using a well-designed fundamental laser,
with perhaps OPC or by using a crystal such as BBO, larger values
can be achieved.

(b) Dye Laser Oscillator Modeling:

We have completed a rather detailed computer code that models the
performance of laser oscillators. The code can be used to study
and optimize the performance of any laser oscillator, and incor-
porates a number of important effects, including:

(1) Oscillator buildup from spontaneous emission noise.

(2) Diffraction.

(3) Laser rate equations, including stimulated emission,
passive losses, induced losses, energy transfer, etc.

(4) Longitudinal laser pumping.

(5) Standard or ring laser configurations.

The code is based upon the paraxial equation (3) discussed
previously in this Final Report. Implementation is accomplished
by a forward marching finite difference technique. Diffraction,
phase distortion, and nonlinear effects are easily incorporated.
The code propagates beams in the 4z and -z direction simultane-
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ously. In order to model the dye laser oscillators of interest
here, we have included the dye laser rate equations discussed
previously (10 and 11). The pump beam, with wavelength 532nm, is
diffractively propagated into the oscillator from either the +z
or -z direction through a dichroic mirror forming one end of the
oscillator cavity. The dichroic is assumed to be totally
reflecting for the dye laser wavelengths of interest. The output
coupler forms the other end of the cavity. As each of the two
cavity circulating waves is incident upon the outcoupler the
appropriate amount of intensity in allowed to leave the cavity.
For the simulations described here, radial symmetry was assumed.
Simulations were thus 2-D (r,t).

It should be mentioned that because of the typically large gains
associated with dye lasers, ASE is a well known dye laser loss
mechanism. While LTA has broad experience simulating ASE effects
in various laser devices, at present we are limited by computer
speed and cannot include the effect in our analysis. Neverthe-
less, the results we present here are, as we will see below,
correct at least qualitatively. In fact, all the known features
of laser pumped dye lasers have been reproduced here. Neglecting
ASE in our dye laser oscillator analysis is not important at
present because only a fraction of the green pump is used to pump
the oscillator. Most of the green energy is supplied to the dye
amplifier where the effects of ASE are more well controlled. The
amount of error caused by ignoring ASE cannot really be assessed
without an experimental data base which is not available at pre-
sent. This date base will be generated during a Phase II program.

For the purposes of this Phase I program, we have chosen to
concentrate only on the dye Rhodamine 6G. Spectral properties of
this dye have been shown previously in Figure 11. This dye lases
in the spectral region of interest here and is by far the most
well characterized dye at present. This is not restrictive since
other dyes can be easily simulated as well using this code. The
dye concentration used in these simulations was chosen so that
99% of the green pump energy is absorbed after a single pass. Our
dye cell was assumed to be 4 cm in length and had a concentration
of 6x10-6 M. 20 mJ of green pump energy was used to drive the
oscillator. The pump pulse had a FWHM of 5ns, typical of
frequency doubled Nd:YAG lasers. The total cavity length was 7
cm. A birefringent tuner was assumed to be used for wavelength
tunability, with a transmission of 80%.

In Figures 19-22, we show the obtained oscillator output and the
associated green pump pulse.for output coupler reflectivities of
0.4, 0.5, 0.6, and 0.7, respectively. The wavelength was taken at
the peak of the Rhodamine 6G stimulated emission cross-section
curve (57Onm). A number of features of these curves should be
noted. The peak of the oscillator output curve is shifted from
that of the green pump pulse, typically by about 2ns. The reason
for this is of course the finite cavity buildup time. Note that
because of this effect the green pump pulse used to drive the
following amplifier stage should also be delayed by a similar
amount. Another feature of the dye output pulse is the rapidly
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rising leading edge followed by a trailing edge. This and the
time delay discussed above have both been seen experimentally.
The sharp leading edge arise. from the large amount of gain
existing in the oscillator at threshold. Careful study of Figures
19-22 shows that the noisy nature of the dye laser output reveals
a periodic structure. In fact the output consists of two sets of
shorter picosecond duration pulses, one with a large and the
other a smaller amplitude. Both sets of pulses are separated by
the oscillator round trip time (0.47ns) and arise from the two
circulating waves. inside the cavity. Our siiulations have shown
that the amplitudes of both sets become equal if equal out-
coupling in allowed at each end and vanish altogether if a ring
laser configuration is used. These oscillations have been
observed experimentally and predicted theoretically E221.

In Figure 23 the extraction efficiency is shown as a function of
the outcoupler reflectivity. It can be seen that slightly over
12% of the green pump is converted to 570nm output, and that the
optimum outcoupler is in the range of 50-60%. This corresponds to
an energy/pulse of 2.5 mJ. Theoretically, from a quantum defect
point of view, about 93% of the green pump energy can be
converted to 57Onm output. The reason for the rather low extrac-
tion efficiency is the insertion loss of the birefringent tuner.

Using our oscillator code, a number of other interesting and
important effects can be predicted. Figure 24 shows the time
evolution of the Rhodamine 6G upper level inversion density as a
function of time. One observes that the upper level inversion
increases to a rather large value before the oscillator circulat-
ing intensity builds up and significant extraction occurs. The
sharp drop in inversion density corresponds to the steep leading
edge of the oscillator output pulse (Figure 21). Some repumping
of the dye is evident in Figure 24. In Figures 25-28, which
correspond to Figures 19-22, respectively, we have plotted the
on-axis round trip gain as a function of time. It is important to
note that the analytical round trip small-signal gain is of the
order of 104 for this case. Due to the depletion of the gain by
the circulating waves, however, the actual saturated gain never
approaches this value, but is maintained in the range of 30-36.
Note that as the outcoupler reflectivity decreases the peak
saturated gain increases since the circulating intensity is
reduced.

In Figure 29, the oscillator output energy/pulse is displayed as
a function of wavelength. The appropriate cross-sections and
slnglet absorption losses for Rhodamine 6G have been used at each
wavelength. The precipitous drop in energy/pulse at shorter
wavelengths is caused by a rapidly rising singlet absorption loss
as wavelength decreases. The peak oscillator emission is located
at 590nm, shifted from the location of the peak wavelength at
570nm due to the singlet absorption loss. At longer wavelengths,
singlet absorption is minimal but the stimulated emission cross-
section monotonically decreases. The values for the energy/pulse
shown in Figure 29 were used as input to the amplifier
simulations described in the next Section of this Final Report.
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During this Phase I study, the question has arisen as to exactly
how large the small-signal gain can be allowed to become before
the effects of ASE and/or parasitic oscillations begin to domi-
nate. In most lasers, it is prudent to allow a round trip gain of
about 100. Increases beyond this value usually lead to signifi-
cant energy loss due to parasitics that lase off secondary window
or optics reflections or diffuse parasitic. that can arise from
surface scattering, even off optics or mounts that are external
to the oscillator. It is clear that to irncrease extraction effi-
ciency one would like to minimize the beam radius and thus
maximize the extracting intensity. There is still room to further
decrease our beam radius used in theme simulations from the
present range of 5-7 mm to only a few mm. Optical damage in not a
consideration here since for 5 ns duration pulses, over 2.5 J/cmg
of green fluence can be tolerated, corresponding to a beam radius
of 1/2 mm. The maximum round trip gain that can be tolerated
without unacceptable-losses from ASE or parasitics will ultimate-
ly be determined by experiment in a Phase II SBIR program.

It is clear from the aforementioned oscillator results that all
of the observed essential features of dye laser oscillators have
been reproduced. In order for our code to be considered reliable
in optimizing oscillators, it must be normalized to actual
experimental results in the Phase II program. Other LTA codes,
such as our pt-mp cavity optimization code, has undergone exten-
sive normalization with experiments, with very close agreement
obtained.

(c) Dye Laser Amplifier Modeling:

In order to assess the potential overall efficiency of the dye
laser approach we have also performed modeling of the double
passed dye laser amplifier shown in Figure 14. In Figure 30, we
show the extraction efficiency as a function of the extracting
beam radius for a single and a double passed dye amplifier pumped
with the remaining green energy (105 mJ/pulse), at a wavelength
of 57Onm and an input energy/pulse of 1.5 mJ. We have assumed
here that the reflector or phase-conjugate mirror has unity
reflectivity. It can be seen that the extraction efficiency is
very good for either case, due to the large Rhodamine gain/cm,
and improves as the radius is decreased. In the double passed
case, the extraction for reasonably sized beams (<0.5 cm) is
greater than about 90%. Recall that the maximum extraction effi-
ciency at the operating wavelength is 93%. While ASE and beam
timing (the timing of the extracting pulse in relation to the
pump pulse) will undoubtedly slightly decrease the actual extrac-
tion efficiency, it is evident that the double passed amplifier
should provide an excellent extraction and overall efficiency,
significantly higher than that obtainable with an oscillator
alone.

In Figure 31 we show the obtained extraction efficiency as a
function of wavelength for a fixed beam radius of 0.5 cm, and for
reflectivities of 1.0, 0.9, 0.8, and 0.7. The green pump pulse is
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again fixed at 105 mJ and the input varied according to Figure
29. It is significant that as the reflectivity decreases, the
extraction efficiency varies only slightly, again a consequence
of the high dye gain and highly saturated state of the amplifier.
Two important conclusions can be drawn from Figure 31. First, as
the wavelength and output of the oscillator vary, the extraction
efficiency at any wavelength is still very good, exceeding 80% in
all cases considered. Since with OPC the reflecting focusing
mirror can be metallic vith very little variation of reflectivity
with wavelength, and SBS is essentially. wavelength independent,
this situation should be obtainable in the laboratory. The second
conclusion is that with typical phase-conjugate reflectivity in
the range of 75-85%, very little change in performance is
expected if OPC is utilized to improve beam quality.

V. Conclusions:

In this Phase I SBIR program, we have assessed the current state-
of-the-art in tunable visible laser technology. As discussed
earlier in this Final Report, we have chosen the tunable dye
laser approach from amongst the various candidate systems as the
one with the most near term potential for improvement. Our base-
line approach, shown previously in Figure 14, involves utilizing
an oscillator/double-passed amplifier system. Double passing of
the amplifier is accomplished by use of SBS in the dye cell.
Dynamic amplifier distortions are eliminated using this tech-
nique. A further advantage of this approach is that the conver-
sion efficiency from 1064nm Nd:YAG output to dye laser output
(overall conversion efficiency) can be quite high, and as shown
in the previous section, nearly wavelength independent. For the,
purposes of the initial systems comparison discussed earlier in
connection with Table 1, we assumed a SHG efficiency in the range
of 45-55%, and a dye laser extraction efficiency in the range of
3-55% for a green (532nm) pump. After the more detailed modeling
of the dye laser approach and SHG described in the aforemen-
tioned, we now estimate the following efficiencies.

For SHG we assume, based upon our modeling, that a practical SHG
efficiency is in the range of 45-55% for KDOP under thermally
loaded conditions. For the never crystal BBO, practical efficien-
cies of 70-80% can be obtained due to the larger damage threshold
and higher nonlinear coefficient. For the dye laser, using Figure
31 and the previous results on the dye laser oscillator, we
estimate that the overall dye laser extraction efficiency will
exceed 70% for any wavelength, using a double-passed phase-
conjugated configuration. The overall conversion efficiency from
1064nm output to dye laser output is then in the range of 32-39%
if KD*P is used, and in the range 49-56% for BBO. The previous
best estimate of 14-30% shown in Table I for dye lasers is thus
conservative.

The results obtained here should be contrasted with typical green
pumped dye laser oscillators that typically achieve a dye laser
extraction efficiency of 50%, and a SHG efficiency of 40-50%, or
an overall efficiency of 20-25%. Using the configuration shown in
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Figure 14, a substantial improvement in the beam quality and
overall conversion efficiency of visible dye laser systems can be
obtained.

VI. Summary of Recommended Phase II Proaram:

LTA intends to submit a proposal for a Phase II SBIR program
shortly, based upon the innovative approach to a dye laser MOPA
system and the modeling we have completed during the Phase I
feasibility study. We have shown the substantial improvements
that can be obtained by utilizing a dye laser HOPA approach and
OPC. Substantial increases in beam quality (brightness) and over-
all conversion efficiency can be obtained using our approach. The
unique OPC design that utilizes the dye cell as the phase conju-
gation medium can lead to an efficient tunable visible laser
source that is also compact.

During our proposed -Phase II program, we will construct the dye
laser shown in Figure 14 and determine its salient operating
characteristics. An important part of the Phase II experimental
program will be to determine exactly how important ASE effects
are in a practical device, and to include the ASE loss effect in
our more detailed modeling of the dye laser system. Careful
normalization of our computer codes to the experimental data
would also be achieved during Phase II, insuring that all of the
important physics effects have been addressed, and that we can
rely upon the predictability and accuracy of our codes to further
optimize the dye laser design. In order for the device to be
useful to the U. S. Army, every effort will be made to arrive at
an experimental demonstration that is of a size and configuration
of interest. This will be achieved by consultation with the
Technical Contract Monitor.

VII. Matchina New York State SBIR Program:

In New York State, the New York State Science and Technology
Foundation matches the amount of the Federal Phase I award. New
York State SBIR programs are also six months in duration. This
funding is meant to provide program and personnel continuity
between the Federal Phase I and Phase II programs. We intend to
take advantage of this funding and improve our analytical tools
for the Phase II program.
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